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Insulator Material Change

PCN Number PCNTAI050826
Insulator Material Change to UL94V-0

Dear Customer,

Anglia have been advised by the supplier TAICOM of a change to the insulator material and
colour used in their 4.2mm Power Header (TMFxxMS) range. Previously it was UL94V-2
(transparent) but effective immediately the replacement will be UL94V-0 (white).

There’s no change to form, fit or function of this range. However, as result of the insulator
material change, there are some further specification changes as outlined in the red
frames as follows:

old New

SPECIFICATION SPECIFICATION

Current Rating : 9A AC/DC Current Rating : 9A AC/DC

Voltage Rating : 600V AC/DC Voltage Rating : 600V AC/DC

Operation Temperature : -40°C to +105°C Operation Temperature : -40°C to +105°C

Contact Resistance : 10mQ max. Contact Resistance : 10m0 max.

Insulation Resistance : 1000MQ Min. Insulation Resistance : 1000MQ Min.

Nithstand Voltage : 500V AC/minute Withstand Voltage : 1500V AC/minute
aterials : Materials :

nsulator : Nylon 66, UL94V-2 :”5U|3t0f : ‘f:mgﬂ 66, UL84V-0

]

nsulator Colour : Transparent White

& . Brass t . Drass
Plating : Tin Plated Plating : Tin Plated

Anglia operates a strict FIFO system in our Distribution Centre facility; therefore, it may
take time for this change to filter through to customer deliveries of the part numbers.

Please make the relevant person(s) in your organisation aware of this change.

Yours Sincerely
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