
MP Start from Apr.2020

Temp Voltage Hour Temperature humidity Hour

1 EOL Part Number ECQUL ECQU2A102KL ECQU2A102KL ECQUL PET 275 0.001 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A102KL ECQUBAF102K ECQUB PP 300 0.001 10 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A122KL ECQU2A122KL ECQUL PET 275 0.0012 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A122KL ECQUBAF122K ECQUB PP 300 0.0012 10 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A152KL ECQU2A152KL ECQUL PET 275 0.0015 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A152KL ECQUBAF152K ECQUB PP 300 0.0015 10 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A182KL ECQU2A182KL ECQUL PET 275 0.0018 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A182KL ECQUBAF182K ECQUB PP 300 0.0018 10 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A222KL ECQU2A222KL ECQUL PET 275 0.0022 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A222KL ECQUBAF222K ECQUB PP 300 0.0022 10 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A272KL ECQU2A272KL ECQUL PET 275 0.0027 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A272KL ECQUBAF272K ECQUB PP 300 0.0027 10 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A332KL ECQU2A332KL ECQUL PET 275 0.0033 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A332KL ECQUBAF332K ECQUB PP 300 0.0033 10 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A392KL ECQU2A392KL ECQUL PET 275 0.0039 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A392KL ECQUBAF392K ECQUB PP 300 0.0039 10 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A472KL ECQU2A472KL ECQUL PET 275 0.0047 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A472KL ECQUBAF472K ECQUB PP 300 0.0047 10 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A562KL ECQU2A562KL ECQUL PET 275 0.0056 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A562KL ECQUBAF562K ECQUB PP 300 0.0056 10 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A682KL ECQU2A682KL ECQUL PET 275 0.0068 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A682KL ECQUBAF682K ECQUB PP 300 0.0068 10 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A822KL ECQU2A822KL ECQUL PET 275 0.0082 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A822KL ECQUAAF822K ECQUA PP 275 0.0082 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A103KL ECQU2A103KL ECQUL PET 275 0.01 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A103KL ECQUAAF103K ECQUA PP 275 0.01 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A123KL ECQU2A123KL ECQUL PET 275 0.012 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A123KL ECQUAAF123K ECQUA PP 275 0.012 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A153KL ECQU2A153KL ECQUL PET 275 0.015 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A153KL ECQUAAF153K ECQUA PP 275 0.015 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A183KL ECQU2A183KL ECQUL PET 275 0.018 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A183KL ECQUAAF183K ECQUA PP 275 0.018 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A223KL ECQU2A223KL ECQUL PET 275 0.022 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A223KL ECQUAAF223K ECQUA PP 275 0.022 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A273KL ECQU2A273KL ECQUL PET 275 0.027 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A273KL ECQUAAF273K ECQUA PP 275 0.027 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A333KL ECQU2A333KL ECQUL PET 275 0.033 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 6.0 13.0 12.5 0.6

Replacement Part Number ECQUL ECQU2A333KL ECQUAAF333K ECQUA PP 275 0.033 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A393KL ECQU2A393KL ECQUL PET 275 0.039 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 6.0 13.0 12.5 0.6

Replacement Part Number ECQUL ECQU2A393KL ECQUAAF393K ECQUA PP 275 0.039 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A473KL ECQU2A473KL ECQUL PET 275 0.047 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 6.0 13.0 12.5 0.6

Replacement Part Number ECQUL ECQU2A473KL ECQUAAF473K ECQUA PP 275 0.047 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 6.0 13.0 12.5 0.6

1 EOL Part Number ECQUL ECQU2A563KL ECQU2A563KL ECQUL PET 275 0.056 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 4.5 11.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A563KL ECQUAAF563K ECQUA PP 275 0.056 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A683KL ECQU2A683KL ECQUL PET 275 0.068 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 4.5 11.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A683KL ECQUAAF683K ECQUA PP 275 0.068 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A823KL ECQU2A823KL ECQUL PET 275 0.082 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A823KL ECQUAAF823K ECQUA PP 275 0.082 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A104KL ECQU2A104KL ECQUL PET 275 0.1 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A104KL ECQUAAF104K ECQUA PP 275 0.1 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A124KL ECQU2A124KL ECQUL PET 275 0.12 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 6.5 14.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A124KL ECQUAAF124K ECQUA PP 275 0.12 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 6.0 13.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A154KL ECQU2A154KL ECQUL PET 275 0.15 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 6.5 14.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A154KL ECQUAAF154K ECQUA PP 275 0.15 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 6.0 13.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A184KL ECQU2A184KL ECQUL PET 275 0.18 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 8.0 16.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A184KL ECQUAAF184K ECQUA PP 275 0.8 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 7.5 14.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A224KL ECQU2A224KL ECQUL PET 275 0.22 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 8.0 16.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A224KL ECQUAAF224K ECQUA PP 275 0.22 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 7.5 14.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A274KL ECQU2A274KL ECQUL PET 275 0.27 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 9.5 17.5 15.0 0.8

Replacement Part Number ECQUL ECQU2A274KL ECQUAAF274K ECQUA PP 275 0.27 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 9.0 16.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A334KL ECQU2A334KL ECQUL PET 275 0.33 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 9.5 17.5 15.0 0.8

Replacement Part Number ECQUL ECQU2A334KL ECQUAAF334K ECQUA PP 275 0.33 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 9.0 16.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A394KL ECQU2A394KL ECQUL PET 275 0.39 10 1 12000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 8.5 17.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A394KL ECQUAAF394K ECQUA PP 275 0.39 10 0.1 12000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 8.5 15.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A474KL ECQU2A474KL ECQUL PET 275 0.47 10 1 10000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 8.5 17.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A474KL ECQUAAF474K ECQUA PP 275 0.47 10 0.1 10000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 8.5 15.0 22.5 0.8
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1 EOL Part Number ECQUL ECQU2A564KL ECQU2A564KL ECQUL PET 275 0.56 10 1 8000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 10.5 19.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A564KL ECQUAAF564K ECQUA PP 275 0.56 10 0.1 8000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 10.0 17.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A684KL ECQU2A684KL ECQUL PET 275 0.68 10 1 7000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 10.5 19.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A684KL ECQUAAF684K ECQUA PP 275 0.68 10 0.1 7000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 10.0 17.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A824KL ECQU2A824KL ECQUL PET 275 0.82 10 1 6000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 12.0 22.0 22.5 0.8

Replacement Part Number ECQUL ECQU2A824KL ECQUAAF824K ECQUA PP 275 0.82 10 0.1 6000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 12.0 19.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A105KL ECQU2A105KL ECQUL PET 275 1 10 1 5000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 12.0 22.0 22.5 0.8

Replacement Part Number ECQUL ECQU2A105KL ECQUAAF105K ECQUA PP 275 1 10 0.1 5000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 12.0 19.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A125KL ECQU2A125KL ECQUL PET 275 1.2 10 1 4000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 30.5 16.5 26.0 27.5 0.8

Replacement Part Number ECQUL ECQU2A125KL ECQUAAF125K ECQUA PP 275 1.2 10 0.1 4000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 31.0 12.0 22.0 27.5 0.8

1 EOL Part Number ECQUL ECQU2A155KL ECQU2A155KL ECQUL PET 275 1.5 10 1 3000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 30.5 16.5 26.0 27.5 0.8

Replacement Part Number ECQUL ECQU2A155KL ECQUAAF155K ECQUA PP 275 1.5 10 0.2 3000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 31.0 12.0 22.0 27.5 0.8

1 EOL Part Number ECQUL ECQU2A185KL ECQU2A185KL ECQUL PET 275 1.8 10 1 2500 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 30.5 19.0 29.5 27.5 0.8

Replacement Part Number ECQUL ECQU2A185KL ECQUAAF185K ECQUA PP 275 1.8 10 0.1 2500 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 31.0 14.5 24.5 27.5 0.8

1 EOL Part Number ECQUL ECQU2A225KL ECQU2A225KL ECQUL PET 275 2.2 10 1 2000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 30.5 19.0 29.5 27.5 0.8

Replacement Part Number ECQUL ECQU2A225KL ECQUAAF225K ECQUA PP 275 2.2 10 0.2 2000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 31.0 14.5 24.5 27.5 0.8

1 EOL Part Number ECQUL ECQU2A102ML ECQU2A102ML ECQUL PET 275 0.001 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A102ML ECQUBAF102M ECQUB PP 300 0.001 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A122ML ECQU2A122ML ECQUL PET 275 0.0012 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A122ML ECQUBAF122M ECQUB PP 300 0.0012 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A152ML ECQU2A152ML ECQUL PET 275 0.0015 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A152ML ECQUBAF152M ECQUB PP 300 0.0015 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A182ML ECQU2A182ML ECQUL PET 275 0.0018 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A182ML ECQUBAF182M ECQUB PP 300 0.0018 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A222ML ECQU2A222ML ECQUL PET 275 0.0022 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A222ML ECQUBAF222M ECQUB PP 300 0.0022 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A272ML ECQU2A272ML ECQUL PET 275 0.0027 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A272ML ECQUBAF272M ECQUB PP 300 0.0027 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A332ML ECQU2A332ML ECQUL PET 275 0.0033 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A332ML ECQUBAF332M ECQUB PP 300 0.0033 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A392ML ECQU2A392ML ECQUL PET 275 0.0039 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A392ML ECQUBAF392M ECQUB PP 300 0.0039 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A472ML ECQU2A472ML ECQUL PET 275 0.0047 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A472ML ECQUBAF472M ECQUB PP 300 0.0047 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A562ML ECQU2A562ML ECQUL PET 275 0.0056 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A562ML ECQUBAF562M ECQUB PP 300 0.0056 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A682ML ECQU2A682ML ECQUL PET 275 0.0068 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A682ML ECQUBAF682M ECQUB PP 300 0.0068 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A822ML ECQU2A822ML ECQUL PET 275 0.0082 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A822ML ECQUAAF822M ECQUA PP 275 0.0082 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A103ML ECQU2A103ML ECQUL PET 275 0.01 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A103ML ECQUAAF103M ECQUA PP 275 0.01 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A123ML ECQU2A123ML ECQUL PET 275 0.012 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A123ML ECQUAAF123M ECQUA PP 275 0.012 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A153ML ECQU2A153ML ECQUL PET 275 0.015 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A153ML ECQUAAF153M ECQUA PP 275 0.015 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A183ML ECQU2A183ML ECQUL PET 275 0.018 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A183ML ECQUAAF183M ECQUA PP 275 0.018 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A223ML ECQU2A223ML ECQUL PET 275 0.022 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A223ML ECQUAAF223M ECQUA PP 275 0.022 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A273ML ECQU2A273ML ECQUL PET 275 0.027 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A273ML ECQUAAF273M ECQUA PP 275 0.027 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A333ML ECQU2A333ML ECQUL PET 275 0.033 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 6.0 13.0 12.5 0.6

Replacement Part Number ECQUL ECQU2A333ML ECQUAAF333M ECQUA PP 275 0.033 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A393ML ECQU2A393ML ECQUL PET 275 0.039 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 6.0 13.0 12.5 0.6

Replacement Part Number ECQUL ECQU2A393ML ECQUAAF393M ECQUA PP 275 0.039 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A473ML ECQU2A473ML ECQUL PET 275 0.047 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 6.0 13.0 12.5 0.6

Replacement Part Number ECQUL ECQU2A473ML ECQUAAF473M ECQUA PP 275 0.047 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 6.0 13.0 12.5 0.6

1 EOL Part Number ECQUL ECQU2A563ML ECQU2A563ML ECQUL PET 275 0.056 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 4.5 11.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A563ML ECQUAAF563M ECQUA PP 275 0.056 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A683ML ECQU2A683ML ECQUL PET 275 0.068 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 4.5 11.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A683ML ECQUAAF683M ECQUA PP 275 0.068 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A823ML ECQU2A823ML ECQUL PET 275 0.082 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A823ML ECQUAAF823M ECQUA PP 275 0.082 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A104ML ECQU2A104ML ECQUL PET 275 0.1 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A104ML ECQUAAF104M ECQUA PP 275 0.1 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6
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1 EOL Part Number ECQUL ECQU2A124ML ECQU2A124ML ECQUL PET 275 0.12 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 6.5 14.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A124ML ECQUAAF124M ECQUA PP 275 0.12 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 6.0 13.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A154ML ECQU2A154ML ECQUL PET 275 0.15 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 6.5 14.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A154ML ECQUAAF154M ECQUA PP 275 0.15 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 6.0 13.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A184ML ECQU2A184ML ECQUL PET 275 0.18 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 8.0 16.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A184ML ECQUAAF184M ECQUA PP 275 0.18 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 7.5 14.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A224ML ECQU2A224ML ECQUL PET 275 0.22 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 8.0 16.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A224ML ECQUAAF224M ECQUA PP 275 0.22 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 7.5 14.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A274ML ECQU2A274ML ECQUL PET 275 0.27 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 9.5 17.5 15.0 0.8

Replacement Part Number ECQUL ECQU2A274ML ECQUAAF274M ECQUA PP 275 0.27 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 9.0 16.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A334ML ECQU2A334ML ECQUL PET 275 0.33 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 9.5 17.5 15.0 0.8

Replacement Part Number ECQUL ECQU2A334ML ECQUAAF334M ECQUA PP 275 0.33 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 9.0 16.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A394ML ECQU2A394ML ECQUL PET 275 0.39 20 1 12000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 8.5 17.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A394ML ECQUAAF394M ECQUA PP 275 0.39 20 0.1 12000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 8.5 15.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A474ML ECQU2A474ML ECQUL PET 275 0.47 20 1 10000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 8.5 17.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A474ML ECQUAAF474M ECQUA PP 275 0.47 20 0.1 10000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 8.5 15.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A564ML ECQU2A564ML ECQUL PET 275 0.56 20 1 8000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 10.5 19.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A564ML ECQUAAF564M ECQUA PP 275 0.56 20 0.1 8000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 10.0 17.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A684ML ECQU2A684ML ECQUL PET 275 0.68 20 1 7000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 10.5 19.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A684ML ECQUAAF684M ECQUA PP 275 0.68 20 0.1 7000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 10.0 17.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A824ML ECQU2A824ML ECQUL PET 275 0.82 20 1 6000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 12.0 22.0 22.5 0.8

Replacement Part Number ECQUL ECQU2A824ML ECQUAAF824M ECQUA PP 275 0.82 20 0.1 6000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 12.0 19.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A105ML ECQU2A105ML ECQUL PET 275 1 20 1 5000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 12.0 22.0 22.5 0.8

Replacement Part Number ECQUL ECQU2A105ML ECQUAAF105M ECQUA PP 275 1 20 0.1 5000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 12.0 19.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A125ML ECQU2A125ML ECQUL PET 275 1.2 20 1 4000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 30.5 16.5 26.0 27.5 0.8

Replacement Part Number ECQUL ECQU2A125ML ECQUAAF125M ECQUA PP 275 1.2 20 0.2 4000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 31.0 12.0 22.0 27.5 0.8

1 EOL Part Number ECQUL ECQU2A155ML ECQU2A155ML ECQUL PET 275 1.5 20 1 3000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 30.5 16.5 26.0 27.5 0.8

Replacement Part Number ECQUL ECQU2A155ML ECQUAAF155M ECQUA PP 275 1.5 20 0.2 3000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 31.0 12.0 22.0 27.5 0.8

1 EOL Part Number ECQUL ECQU2A185ML ECQU2A185ML ECQUL PET 275 1.8 20 1 2500 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 30.5 19.0 29.5 27.5 0.8

Replacement Part Number ECQUL ECQU2A185ML ECQUAAF185M ECQUA PP 275 1.8 20 0.2 2500 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 31.0 14.5 24.5 27.5 0.8

1 EOL Part Number ECQUL ECQU2A225ML ECQU2A225ML ECQUL PET 275 2.2 20 1 2000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 30.5 19.0 29.5 27.5 0.8

Replacement Part Number ECQUL ECQU2A225ML ECQUAAF225M ECQUA PP 275 2.2 20 0.2 2000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 31.0 14.5 24.5 27.5 0.8

1 EOL Part Number ECQUL ECQU2A335ML ECQU2A335ML ECQUL PET 275 3.3 20 1 1500 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 30.5 23.0 34.0 27.5 0.8

Replacement Part Number ECQUL ECQU2A335ML ECQUAAF335M ECQUA PP 275 3.3 10 0.2 1500 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 31.0 19.0 29.0 27.5 0.8

1 EOL Part Number ECQUL ECQU2A102KLA ECQU2A102KLA ECQUL PET 275 0.001 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A102KLA ECQUBAF102KA ECQUB PP 300 0.001 10 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A122KLA ECQU2A122KLA ECQUL PET 275 0.0012 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A122KLA ECQUBAF122KA ECQUB PP 300 0.0012 10 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A152KLA ECQU2A152KLA ECQUL PET 275 0.0015 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A152KLA ECQUBAF152KA ECQUB PP 300 0.0015 10 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A182KLA ECQU2A182KLA ECQUL PET 275 0.0018 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A182KLA ECQUBAF182KA ECQUB PP 300 0.0018 10 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A222KLA ECQU2A222KLA ECQUL PET 275 0.0022 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A222KLA ECQUBAF222KA ECQUB PP 300 0.0022 10 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A272KLA ECQU2A272KLA ECQUL PET 275 0.0027 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A272KLA ECQUBAF272KA ECQUB PP 300 0.0027 10 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A332KLA ECQU2A332KLA ECQUL PET 275 0.0033 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A332KLA ECQUBAF332KA ECQUB PP 300 0.0033 10 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A392KLA ECQU2A392KLA ECQUL PET 275 0.0039 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A392KLA ECQUBAF392KA ECQUB PP 300 0.0039 10 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A472KLA ECQU2A472KLA ECQUL PET 275 0.0047 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A472KLA ECQUBAF472KA ECQUB PP 300 0.0047 10 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A562KLA ECQU2A562KLA ECQUL PET 275 0.0056 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A562KLA ECQUBAF562KA ECQUB PP 300 0.0056 10 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A682KLA ECQU2A682KLA ECQUL PET 275 0.0068 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A682KLA ECQUBAF682KA ECQUB PP 300 0.0068 10 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A822KLA ECQU2A822KLA ECQUL PET 275 0.0082 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A822KLA ECQUAAF822KA ECQUA PP 275 0.0082 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A103KLA ECQU2A103KLA ECQUL PET 275 0.01 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A103KLA ECQUAAF103KA ECQUA PP 275 0.01 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A123KLA ECQU2A123KLA ECQUL PET 275 0.012 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A123KLA ECQUAAF123KA ECQUA PP 275 0.012 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A153KLA ECQU2A153KLA ECQUL PET 275 0.015 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A153KLA ECQUAAF153KA ECQUA PP 275 0.015 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A183KLA ECQU2A183KLA ECQUL PET 275 0.018 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A183KLA ECQUAAF183KA ECQUA PP 275 0.018 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6
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1 EOL Part Number ECQUL ECQU2A223KLA ECQU2A223KLA ECQUL PET 275 0.022 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A223KLA ECQUAAF223KA ECQUA PP 275 0.022 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A273KLA ECQU2A273KLA ECQUL PET 275 0.027 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A273KLA ECQUAAF273KA ECQUA PP 275 0.027 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A333KLA ECQU2A333KLA ECQUL PET 275 0.033 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 6.0 13.0 12.5 0.6

Replacement Part Number ECQUL ECQU2A333KLA ECQUAAF333KA ECQUA PP 275 0.033 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A393KLA ECQU2A393KLA ECQUL PET 275 0.039 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 6.0 13.0 12.5 0.6

Replacement Part Number ECQUL ECQU2A393KLA ECQUAAF393KA ECQUA PP 275 0.039 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A473KLA ECQU2A473KLA ECQUL PET 275 0.047 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 6.0 13.0 12.5 0.6

Replacement Part Number ECQUL ECQU2A473KLA ECQUAAF473KA ECQUA PP 275 0.047 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 6.0 13.0 12.5 0.6

1 EOL Part Number ECQUL ECQU2A563KLA ECQU2A563KLA ECQUL PET 275 0.056 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 4.5 11.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A563KLA ECQUAAF563KA ECQUA PP 275 0.056 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A683KLA ECQU2A683KLA ECQUL PET 275 0.068 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 4.5 11.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A683KLA ECQUAAF683KA ECQUA PP 275 0.068 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A823KLA ECQU2A823KLA ECQUL PET 275 0.082 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A823KLA ECQUAAF823KA ECQUA PP 275 0.082 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A104KLA ECQU2A104KLA ECQUL PET 275 0.1 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A104KLA ECQUAAF104KA ECQUA PP 275 0.1 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/240VAC 1000 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A104BY3 ECQU2A104BY3 ECQUL PET 275 0.1 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A104KLA ECQUAAF104X3 ECQUA PP 275 0.1 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/240VAC 1000 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A124KLA ECQU2A124KLA ECQUL PET 275 0.12 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 6.5 14.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A124KLA ECQUAAF124KA ECQUA PP 275 0.12 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 6.0 13.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A154KLA ECQU2A154KLA ECQUL PET 275 0.15 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 6.5 14.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A154KLA ECQUAAF154KA ECQUA PP 275 0.15 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/240VAC 1000 17.5 6.0 13.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A184KLA ECQU2A184KLA ECQUL PET 275 0.18 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 8.0 16.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A184KLA ECQUAAF184KA ECQUA PP 275 0.18 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 7.5 14.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A224KLA ECQU2A224KLA ECQUL PET 275 0.22 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 8.0 16.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A224KLA ECQUAAF224KA ECQUA PP 275 0.22 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/240VAC 1000 17.5 7.5 14.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A274KLA ECQU2A274KLA ECQUL PET 275 0.27 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 9.5 17.5 15.0 0.8

Replacement Part Number ECQUL ECQU2A274KLA ECQUAAF274KA ECQUA PP 275 0.27 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 9.0 16.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A334KLA ECQU2A334KLA ECQUL PET 275 0.33 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 9.5 17.5 15.0 0.8

Replacement Part Number ECQUL ECQU2A334KLA ECQUAAF334KA ECQUA PP 275 0.33 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 9.0 16.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A394KLA ECQU2A394KLA ECQUL PET 275 0.39 10 1 12000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 8.5 17.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A394KLA ECQUAAF394KA ECQUA PP 275 0.39 20 0.1 12000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 8.5 15.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A474KLA ECQU2A474KLA ECQUL PET 275 0.47 10 1 10000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 8.5 17.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A474KLA ECQUAAF474KA ECQUA PP 275 0.47 10 0.1 10000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/240VAC 1000 26.0 8.5 15.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A564KLA ECQU2A564KLA ECQUL PET 275 0.56 10 1 8000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 10.5 19.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A564KLA ECQUAAF564KA ECQUA PP 275 0.56 10 0.1 8000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 10.0 17.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A684KLA ECQU2A684KLA ECQUL PET 275 0.68 10 1 7000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 10.5 19.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A684KLA ECQUAAF684KA ECQUA PP 275 0.68 10 0.1 7000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/240VAC 1000 26.0 10.0 17.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A824KLA ECQU2A824KLA ECQUL PET 275 0.82 10 1 6000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 12.0 22.0 22.5 0.8

Replacement Part Number ECQUL ECQU2A824KLA ECQUAAF824KA ECQUA PP 275 0.82 10 0.1 6000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 12.0 19.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A105KLA ECQU2A105KLA ECQUL PET 275 1 10 1 5000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 12.0 22.0 22.5 0.8

Replacement Part Number ECQUL ECQU2A105KLA ECQUAAF105KA ECQUA PP 275 1 10 0.1 5000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/240VAC 1000 26.0 12.0 19.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A125KLA ECQU2A125KLA ECQUL PET 275 1.2 10 1 4000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 30.5 16.5 26.0 27.5 0.8

Replacement Part Number ECQUL ECQU2A125KLA ECQUAAF125KA ECQUA PP 275 1.2 10 0.1 4000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 31.0 12.0 22.0 27.5 0.8

1 EOL Part Number ECQUL ECQU2A155KLA ECQU2A155KLA ECQUL PET 275 1.5 10 1 3000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 30.5 16.5 26.0 27.5 0.8

Replacement Part Number ECQUL ECQU2A155KLA ECQUAAF155KA ECQUA PP 275 1.5 10 0.2 3000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 31.0 12.0 22.0 27.5 0.8

1 EOL Part Number ECQUL ECQU2A185KLA ECQU2A185KLA ECQUL PET 275 1.8 10 1 2500 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 30.5 19.0 29.5 27.5 0.8

Replacement Part Number ECQUL ECQU2A185KLA ECQUAAF185KA ECQUA PP 275 1.8 10 0.1 2500 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 31.0 14.5 24.5 27.5 0.8

1 EOL Part Number ECQUL ECQU2A225KLA ECQU2A225KLA ECQUL PET 275 2.2 10 1 2000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 30.5 19.0 29.5 27.5 0.8

Replacement Part Number ECQUL ECQU2A225KLA ECQUAAF225KA ECQUA PP 275 2.2 10 0.2 2000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 31.0 14.5 24.5 27.5 0.8

1 EOL Part Number ECQUL ECQU2A102MLA ECQU2A102MLA ECQUL PET 275 0.001 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A102MLA ECQUBAF102MA ECQUB PP 300 0.001 20 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A122MLA ECQU2A122MLA ECQUL PET 275 0.0012 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A122MLA ECQUBAF122MA ECQUB PP 300 0.0012 20 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A152MLA ECQU2A152MLA ECQUL PET 275 0.0015 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A152MLA ECQUBAF152MA ECQUB PP 300 0.0015 20 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A182MLA ECQU2A182MLA ECQUL PET 275 0.0018 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A182MLA ECQUBAF182MA ECQUB PP 300 0.0018 20 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A222MLA ECQU2A222MLA ECQUL PET 275 0.0022 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A222MLA ECQUBAF222MA ECQUB PP 300 0.0022 20 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A272MLA ECQU2A272MLA ECQUL PET 275 0.0027 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A272MLA ECQUBAF272MA ECQUB PP 300 0.0027 20 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A332MLA ECQU2A332MLA ECQUL PET 275 0.0033 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A332MLA ECQUBAF332MA ECQUB PP 300 0.0033 20 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6
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1 EOL Part Number ECQUL ECQU2A392MLA ECQU2A392MLA ECQUL PET 275 0.0039 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A392MLA ECQUBAF392MA ECQUB PP 300 0.0039 20 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A472MLA ECQU2A472MLA ECQUL PET 275 0.0047 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A472MLA ECQUBAF472MA ECQUB PP 300 0.0047 20 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A562MLA ECQU2A562MLA ECQUL PET 275 0.0056 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A562MLA ECQUBAF562MA ECQUB PP 300 0.0056 20 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A682MLA ECQU2A682MLA ECQUL PET 275 0.0068 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A682MLA ECQUBAF682MA ECQUB PP 300 0.0068 20 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A822MLA ECQU2A822MLA ECQUL PET 275 0.0082 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A822MLA ECQUAAF822MA ECQUA PP 275 0.0082 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A103MLA ECQU2A103MLA ECQUL PET 275 0.01 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A103MLA ECQUAAF103MA ECQUA PP 275 0.01 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A123MLA ECQU2A123MLA ECQUL PET 275 0.012 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A123MLA ECQUAAF123MA ECQUA PP 275 0.012 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A153MLA ECQU2A153MLA ECQUL PET 275 0.015 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A153MLA ECQUAAF153MA ECQUA PP 275 0.015 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A183MLA ECQU2A183MLA ECQUL PET 275 0.018 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A183MLA ECQUAAF183MA ECQUA PP 275 0.018 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A223MLA ECQU2A223MLA ECQUL PET 275 0.022 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A223MLA ECQUAAF223MA ECQUA PP 275 0.022 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A273MLA ECQU2A273MLA ECQUL PET 275 0.027 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A273MLA ECQUAAF273MA ECQUA PP 275 0.027 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A333MLA ECQU2A333MLA ECQUL PET 275 0.033 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 6.0 13.0 12.5 0.6

Replacement Part Number ECQUL ECQU2A333MLA ECQUAAF333MA ECQUA PP 275 0.033 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A393MLA ECQU2A393MLA ECQUL PET 275 0.039 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 6.0 13.0 12.5 0.6

Replacement Part Number ECQUL ECQU2A393MLA ECQUAAF393MA ECQUA PP 275 0.039 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A473MLA ECQU2A473MLA ECQUL PET 275 0.047 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 6.0 13.0 12.5 0.6

Replacement Part Number ECQUL ECQU2A473MLA ECQUAAF473MA ECQUA PP 275 0.047 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 6.0 13.0 12.5 0.6

1 EOL Part Number ECQUL ECQU2A563MLA ECQU2A563MLA ECQUL PET 275 0.056 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 4.5 11.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A563MLA ECQUAAF563MA ECQUA PP 275 0.056 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A683MLA ECQU2A683MLA ECQUL PET 275 0.068 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 4.5 11.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A683MLA ECQUAAF683MA ECQUA PP 275 0.068 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A823MLA ECQU2A823MLA ECQUL PET 275 0.082 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A823MLA ECQUAAF823MA ECQUA PP 275 0.082 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A104MLA ECQU2A104MLA ECQUL PET 275 0.1 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A104MLA ECQUAAF104MA ECQUA PP 275 0.1 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A124MLA ECQU2A124MLA ECQUL PET 275 0.12 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 6.5 14.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A124MLA ECQUAAF124MA ECQUA PP 275 0.12 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 6.0 13.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A154MLA ECQU2A154MLA ECQUL PET 275 0.15 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 6.5 14.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A154MLA ECQUAAF154MA ECQUA PP 275 0.15 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 6.0 13.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A184MLA ECQU2A184MLA ECQUL PET 275 0.18 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 8.0 16.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A184MLA ECQUAAF184MA ECQUA PP 275 0.18 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 7.5 14.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A224MLA ECQU2A224MLA ECQUL PET 275 0.22 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 8.0 16.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A224MLA ECQUAAF224MA ECQUA PP 275 0.22 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 7.5 14.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A274MLA ECQU2A274MLA ECQUL PET 275 0.27 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 9.5 17.5 15.0 0.8

Replacement Part Number ECQUL ECQU2A274MLA ECQUAAF274MA ECQUA PP 275 0.27 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 9.0 16.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A334MLA ECQU2A334MLA ECQUL PET 275 0.33 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 9.5 17.5 15.0 0.8

Replacement Part Number ECQUL ECQU2A334MLA ECQUAAF334MA ECQUA PP 275 0.33 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 9.0 16.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A394MLA ECQU2A394MLA ECQUL PET 275 0.39 20 1 12000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 8.5 17.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A394MLA ECQUAAF394MA ECQUA PP 275 0.39 20 0.1 12000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 8.5 15.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A474MLA ECQU2A474MLA ECQUL PET 275 0.47 20 1 10000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 8.5 17.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A474MLA ECQUAAF474MA ECQUA PP 275 0.47 20 0.1 10000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 8.5 15.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A564MLA ECQU2A564MLA ECQUL PET 275 0.56 20 1 8000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 10.5 19.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A564MLA ECQUAAF564MA ECQUA PP 275 0.56 20 0.1 8000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 10.0 17.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A684MLA ECQU2A684MLA ECQUL PET 275 0.68 20 1 7000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 10.5 19.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A684MLA ECQUAAF684MA ECQUA PP 275 0.68 20 0.1 7000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 10.0 17.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A824MLA ECQU2A824MLA ECQUL PET 275 0.82 20 1 6000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 12.0 22.0 22.5 0.8

Replacement Part Number ECQUL ECQU2A824MLA ECQUAAF824MA ECQUA PP 275 0.82 20 0.1 6000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 12.0 19.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A105MLA ECQU2A105MLA ECQUL PET 275 1 20 1 5000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 12.0 22.0 22.5 0.8

Replacement Part Number ECQUL ECQU2A105MLA ECQUAAF105MA ECQUA PP 275 1 20 0.1 5000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 12.0 19.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A125MLA ECQU2A125MLA ECQUL PET 275 1.2 20 1 4000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 30.5 16.5 26.0 27.5 0.8

Replacement Part Number ECQUL ECQU2A125MLA ECQUAAF125MA ECQUA PP 275 1.2 20 0.2 4000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 31.0 12.0 22.0 27.5 0.8

1 EOL Part Number ECQUL ECQU2A155MLA ECQU2A155MLA ECQUL PET 275 1.5 20 1 3000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 30.5 16.5 26.0 27.5 0.8

Replacement Part Number ECQUL ECQU2A155MLA ECQUAAF155MA ECQUA PP 275 1.5 20 0.2 3000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 31.0 12.0 22.0 27.5 0.8

1 EOL Part Number ECQUL ECQU2A185MLA ECQU2A185MLA ECQUL PET 275 1.8 20 1 2500 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 30.5 19.0 29.5 27.5 0.8

Replacement Part Number ECQUL ECQU2A185MLA ECQUAAF185MA ECQUA PP 275 1.8 20 0.2 2500 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 31.0 14.5 24.5 27.5 0.8
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1 EOL Part Number ECQUL ECQU2A225MLA ECQU2A225MLA ECQUL PET 275 2.2 20 1 2000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 30.5 19.0 29.5 27.5 0.8

Replacement Part Number ECQUL ECQU2A225MLA ECQUAAF225MA ECQUA PP 275 2.2 20 0.2 2000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 31.0 14.5 24.5 27.5 0.8

1 EOL Part Number ECQUL ECQU2A335MLA ECQU2A335MLA ECQUL PET 275 3.3 20 1 1500 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 30.5 23.0 34.0 27.5 0.8

Replacement Part Number ECQUL ECQU2A335MLA ECQUAAF335MA ECQUA PP 275 3.3 10 0.2 2000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 31.0 19.0 29.0 27.5 0.8

1 EOL Part Number ECQUL ECQU2A152KLC ECQU2A152KLC ECQUL PET 275 0.0015 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A152KLC ECQUABF152KC ECQUB PP 300 0.0015 10 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A472KLC ECQU2A472KLC ECQUL PET 275 0.0047 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A472KLC ECQUABF472KC ECQUB PP 300 0.0047 10 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A104KLC ECQU2A104KLC ECQUL PET 275 0.1 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A104KLC ECQUAAF104KC ECQUA PP 275 0.1 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A154KLC ECQU2A154KLC ECQUL PET 275 0.15 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 6.5 14.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A154KLC ECQUAAF154KC ECQUA PP 275 0.15 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 6.0 13.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A224KLC ECQU2A224KLC ECQUL PET 275 0.22 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 8.0 16.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A224KLC ECQUAAF224KC ECQUA PP 275 0.22 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 7.5 14.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A334KLC ECQU2A334KLC ECQUL PET 275 0.33 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 9.5 17.5 15.0 0.8

Replacement Part Number ECQUL ECQU2A334KLC ECQUAAF334KC ECQUA PP 275 0.33 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 9.0 16.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A474KLC ECQU2A474KLC ECQUL PET 275 0.47 10 1 10000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 8.5 17.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A474KLC ECQUAAF474KC ECQUA PP 275 0.47 10 0.1 10000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 8.5 15.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A684KLC ECQU2A684KLC ECQUL PET 275 0.68 10 1 7000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 10.5 19.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A684KLC ECQUAAF684KC ECQUA PP 275 0.68 10 0.1 7000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 10.0 17.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A105KLC ECQU2A105KLC ECQUL PET 275 1 10 1 5000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 12.0 22.0 22.5 0.8

Replacement Part Number ECQUL ECQU2A105KLC ECQUAAF105KC ECQUA PP 275 1 10 0.1 5000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 12.0 19.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A152MLC ECQU2A152MLC ECQUL PET 275 0.0015 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A152MLC ECQUBAF152MC ECQUB PP 300 0.0015 20 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A222MLC ECQU2A222MLC ECQUL PET 275 0.0022 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A222MLC ECQUBAF222MC ECQUB PP 300 0.0022 20 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A472MLC ECQU2A472MLC ECQUL PET 275 0.0047 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A472MLC ECQUBAF472MC ECQUB PP 300 0.0047 20 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A682MLC ECQU2A682MLC ECQUL PET 275 0.0068 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A682MLC ECQUBAF682MC ECQUB PP 300 0.0068 20 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A103MLC ECQU2A103MLC ECQUL PET 275 0.01 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A103MLC ECQUAAF103MC ECQUA PP 275 0.01 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A223MLC ECQU2A223MLC ECQUL PET 275 0.022 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A223MLC ECQUAAF223MC ECQUA PP 275 0.022 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A333MLC ECQU2A333MLC ECQUL PET 275 0.033 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 6.0 13.0 12.5 0.6

Replacement Part Number ECQUL ECQU2A333MLC ECQUAAF333MC ECQUA PP 275 0.033 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A473MLC ECQU2A473MLC ECQUL PET 275 0.047 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 6.0 13.0 12.5 0.6

Replacement Part Number ECQUL ECQU2A473MLC ECQUAAF473MC ECQUA PP 275 0.047 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 6.0 13.0 12.5 0.6

1 EOL Part Number ECQUL ECQU2A563MLC ECQU2A563MLC ECQUL PET 275 0.056 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 4.5 11.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A563MLC ECQUAAF563MC ECQUA PP 275 0.056 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A683MLC ECQU2A683MLC ECQUL PET 275 0.068 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 4.5 11.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A683MLC ECQUAAF683MC ECQUA PP 275 0.068 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A104MLC ECQU2A104MLC ECQUL PET 275 0.1 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A104MLC ECQUAAF104MC ECQUA PP 275 0.1 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A154MLC ECQU2A154MLC ECQUL PET 275 0.15 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 6.5 14.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A154MLC ECQUAAF154MC ECQUA PP 275 0.15 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 6.0 13.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A224MLC ECQU2A224MLC ECQUL PET 275 0.22 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 8.0 16.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A224MLC ECQUAAF224MC ECQUA PP 275 0.22 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 7.5 14.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A334MLC ECQU2A334MLC ECQUL PET 275 0.33 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 9.5 17.5 15.0 0.8

Replacement Part Number ECQUL ECQU2A334MLC ECQUAAF334MC ECQUA PP 275 0.33 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 9.0 16.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A474MLC ECQU2A474MLC ECQUL PET 275 0.47 20 1 10000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 8.5 17.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A474MLC ECQUAAF474MC ECQUA PP 275 0.47 20 0.1 10000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 8.5 15.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A564MLC ECQU2A564MLC ECQUL PET 275 0.56 20 1 8000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 10.5 19.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A564MLC ECQUAAF564MC ECQUA PP 275 0.56 20 0.1 8000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 10.0 17.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A684MLC ECQU2A684MLC ECQUL PET 275 0.68 20 1 7000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 10.5 19.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A684MLC ECQUAAF684MC ECQUA PP 275 0.68 20 0.1 7000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 10.0 17.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A824MLC ECQU2A824MLC ECQUL PET 275 0.82 20 1 6000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 12.0 22.0 22.5 0.8

Replacement Part Number ECQUL ECQU2A824MLC ECQUAAF824MC ECQUA PP 275 0.82 20 0.1 6000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 12.0 19.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A105MLC ECQU2A105MLC ECQUL PET 275 1 20 1 5000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 12.0 22.0 22.5 0.8

Replacement Part Number ECQUL ECQU2A105MLC ECQUAAF105MC ECQUA PP 275 1 20 0.1 5000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 12.0 19.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A155MLC ECQU2A155MLC ECQUL PET 275 1.5 20 1 3000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 30.5 16.5 26.0 27.5 0.8

Replacement Part Number ECQUL ECQU2A155MLC ECQUAAF155MC ECQUA PP 275 1.5 20 0.2 3000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 31.0 12.0 22.0 27.5 0.8

1 EOL Part Number ECQUL ECQU2A225MLC ECQU2A225MLC ECQUL PET 275 2.2 20 1 2000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 30.5 19.0 29.5 27.5 0.8

Replacement Part Number ECQUL ECQU2A225MLC ECQUAAF225MC ECQUA PP 275 2.2 20 0.2 2000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 31.0 14.5 24.5 27.5 0.8

1 EOL Part Number ECQUL ECQU2A103RKL ECQU2A103RKL ECQUL PET 275 0.01 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 7.5 0.6

Replacement Part Number ECQUL ECQU2A103RKL ECQUAAF103K4 ECQUA PP 275 0.01 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 7.5 0.6
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1 EOL Part Number ECQUL ECQU2A333RKL ECQU2A333RKL ECQUL PET 275 0.033 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 6.0 13.0 7.5 0.6

Replacement Part Number ECQUL ECQU2A333RKL ECQUAAF333K4 ECQUA PP 275 0.033 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 7.5 0.6

1 EOL Part Number ECQUL ECQU2A683RKL ECQU2A683RKL ECQUL PET 275 0.068 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 4.5 11.5 7.5 0.6

Replacement Part Number ECQUL ECQU2A683RKL ECQUAAF683K4 ECQUA PP 275 0.068 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 7.5 0.6

1 EOL Part Number ECQUL ECQU2A104RKL ECQU2A104RKL ECQUL PET 275 0.1 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 7.5 0.6

Replacement Part Number ECQUL ECQU2A104RKL ECQUAAF104K4 ECQUA PP 275 0.1 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 7.5 0.6

1 EOL Part Number ECQUL ECQU2A124RKL ECQU2A124RKL ECQUL PET 275 0.12 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 6.5 14.5 7.5 0.6

Replacement Part Number ECQUL ECQU2A124RKL ECQUAAF124K4 ECQUA PP 275 0.12 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 6.0 13.0 7.5 0.6

1 EOL Part Number ECQUL ECQU2A154RKL ECQU2A154RKL ECQUL PET 275 0.15 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 6.5 14.5 7.5 0.6

Replacement Part Number ECQUL ECQU2A154RKL ECQUAAF154K4 ECQUA PP 275 0.15 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 6.0 13.0 7.5 0.6

1 EOL Part Number ECQUL ECQU2A224RKL ECQU2A224RKL ECQUL PET 275 0.22 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 8.0 16.0 7.5 0.6

Replacement Part Number ECQUL ECQU2A224RKL ECQUAAF224K4 ECQUA PP 275 0.22 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 7.5 14.0 7.5 0.6

1 EOL Part Number ECQUL ECQU2A333RML ECQU2A333RML ECQUL PET 275 0.033 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 6.0 13.0 7.5 0.6

Replacement Part Number ECQUL ECQU2A333RML ECQUAAF333M4 ECQUA PP 275 0.033 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 7.5 0.6

1 EOL Part Number ECQUL ECQU2A473RML ECQU2A473RML ECQUL PET 275 0.047 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 6.0 13.0 7.5 0.6

Replacement Part Number ECQUL ECQU2A473RML ECQUAAF473M4 ECQUA PP 275 0.047 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 6.0 13.0 7.5 0.6

1 EOL Part Number ECQUL ECQU2A104RML ECQU2A104RML ECQUL PET 275 0.1 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 7.5 0.6

Replacement Part Number ECQUL ECQU2A104RML ECQUAAF104M4 ECQUA PP 275 0.1 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 7.5 0.6

1 EOL Part Number ECQUL ECQU2A154RML ECQU2A154RML ECQUL PET 275 0.15 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 6.5 14.5 7.5 0.6

Replacement Part Number ECQUL ECQU2A154RML ECQUAAF154M4 ECQUA PP 275 0.15 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 6.0 13.0 7.5 0.6

1 EOL Part Number ECQUL ECQU2A224RML ECQU2A224RML ECQUL PET 275 0.22 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 8.0 16.0 7.5 0.6

Replacement Part Number ECQUL ECQU2A224RML ECQUAAF224M4 ECQUA PP 275 0.22 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 7.5 14.0 7.5 0.6

1 EOL Part Number ECQUL ECQU2A334RML ECQU2A334RML ECQUL PET 275 0.33 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 9.5 17.5 7.5 0.8

Replacement Part Number ECQUL ECQU2A334RML ECQUAAF334M4 ECQUA PP 275 0.33 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 9.0 16.0 7.5 0.6

1 EOL Part Number ECQUL ECQU2A104KLD ECQU2A104KLD ECQUL PET 275 0.1 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A104KLD ECQUAAF104KD ECQUA PP 275 0.1 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A104KLY ECQU2A104KLY ECQUL PET 275 0.1 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A104KLY ECQUAAF104KY ECQUA PP 275 0.1 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A224KLY ECQU2A224KLY ECQUL PET 275 0.22 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 8.0 16.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A224KLY ECQUAAF224KY ECQUA PP 275 0.22 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 7.5 14.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A474KLY ECQU2A474KLY ECQUL PET 275 0.47 10 1 10000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 8.5 17.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A474KLY ECQUAAF474KY ECQUA PP 275 0.47 10 0.1 10000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 8.5 15.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A684KLY ECQU2A684KLY ECQUL PET 275 0.68 10 1 7000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 10.5 19.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A684KLY ECQUAAF684KY ECQUA PP 275 0.68 10 0.1 7000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 10.0 17.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A105KLY ECQU2A105KLY ECQUL PET 275 1 10 1 5000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 12.0 22.0 22.5 0.8

Replacement Part Number ECQUL ECQU2A105KLY ECQUAAF105KY ECQUA PP 275 1 10 0.1 5000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 12.0 19.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A104KL2 ECQU2A104KL2 ECQUL PET 275 0.1 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A104KL2 ECQUAAF104K2 ECQUA PP 275 0.1 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A222ML2 ECQU2A222ML2 ECQUL PET 275 0.0022 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A222ML2 ECQUBAF222M2 ECQUB PP 300 0.0022 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃/85%/250VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A103ML2 ECQU2A103ML2 ECQUL PET 275 0.01 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A103ML2 ECQUAAF103M2 ECQUA PP 275 0.012 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A473ML2 ECQU2A473ML2 ECQUL PET 275 0.047 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 6.0 13.0 12.5 0.6

Replacement Part Number ECQUL ECQU2A473ML2 ECQUAAF473M2 ECQUA PP 275 0.047 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 6.0 13.0 12.5 0.6

1 EOL Part Number ECQUL ECQU2A104ML2 ECQU2A104ML2 ECQUL PET 275 0.1 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A104ML2 ECQUAAF104M2 ECQUA PP 275 0.1 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A224ML2 ECQU2A224ML2 ECQUL PET 275 0.22 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 8.0 16.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A224ML2 ECQUAAF224M2 ECQUA PP 275 0.22 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 7.5 14.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A104ML3 ECQU2A104ML3 ECQUL PET 275 0.1 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 5.0 0.6

Replacement Part Number ECQUL ECQU2A104ML3 ECQUAAF104M3 ECQUA PP 275 0.1 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 5.0 0.6

1 EOL Part Number ECQUL ECQU2A683MLD ECQU2A683MLD ECQUL PET 275 0.068 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 4.5 11.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A683MLD ECQUAAF683MD ECQUA PP 275 0.068 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A224MLY ECQU2A224MLY ECQUL PET 275 0.22 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 8.0 16.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A224MLY ECQUAAF224MY ECQUA PP 275 0.22 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 7.5 14.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A683BL6 ECQU2A683BL6 ECQUL PET 275 0.068 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 4.5 11.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A683BL6 ECQUAAF683XH ECQUA PP 275 0.068 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A104BL6 ECQU2A104BL6 ECQUL PET 275 0.1 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A104BL6 ECQUAAF104XH ECQUA PP 275 0.1 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A683BM7 ECQU2A683BM7 ECQUL PET 275 0.068 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 4.5 11.5 7.5 0.6

Replacement Part Number ECQUL ECQU2A683BM7 ECQUAAF683VF ECQUA PP 275 0.068 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 7.5 0.6

1 EOL Part Number ECQUL ECQU2A334BM7 ECQU2A334BM7 ECQUL PET 275 0.33 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 9.5 17.5 7.5 0.8

Replacement Part Number ECQUL ECQU2A334BM7 ECQUAAF334VF ECQUA PP 275 0.33 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 9.0 16.0 7.5 0.6

1 EOL Part Number ECQUL ECQU2A103BM9 ECQU2A103BM9 ECQUL PET 275 0.01 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A103BM9 ECQUAAF103V9 ECQUA PP 275 0.01 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A223BM9 ECQU2A223BM9 ECQUL PET 275 0.022 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 12.5 0.6

Replacement Part Number ECQUL ECQU2A223BM9 ECQUAAF223V9 ECQUA PP 275 0.022 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6
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1 EOL Part Number ECQUL ECQU2A333BM9 ECQU2A333BM9 ECQUL PET 275 0.033 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 6.0 13.0 12.5 0.6

Replacement Part Number ECQUL ECQU2A333BM9 ECQUAAF333V9 ECQUA PP 275 0.033 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 12.5 0.6

1 EOL Part Number ECQUL ECQU2A473BM9 ECQU2A473BM9 ECQUL PET 275 0.047 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 6.0 13.0 12.5 0.6

Replacement Part Number ECQUL ECQU2A473BM9 ECQUAAF473V9 ECQUA PP 275 0.047 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 6.0 13.0 12.5 0.6

1 EOL Part Number ECQUL ECQU2A683BM9 ECQU2A683BM9 ECQUL PET 275 0.068 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 4.5 11.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A683BM9 ECQUAAF683V9 ECQUA PP 275 0.068 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A104BM9 ECQU2A104BM9 ECQUL PET 275 0.1 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A104BM9 ECQUAAF104V9 ECQUA PP 275 0.1 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A154BM9 ECQU2A154BM9 ECQUL PET 275 0.15 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 6.5 14.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A154BM9 ECQUAAF154V9 ECQUA PP 275 0.15 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 6.0 13.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A224BM9 ECQU2A224BM9 ECQUL PET 275 0.22 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 8.0 16.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A224BM9 ECQUAAF224V9 ECQUA PP 275 0.22 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 7.5 14.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A474BM9 ECQU2A474BM9 ECQUL PET 275 0.47 20 1 10000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 8.5 17.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A474BM9 ECQUAAF474V9 ECQUA PP 275 0.47 20 0.1 10000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 8.5 15.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A104BN9 ECQU2A104BN9 ECQUL PET 275 0.1 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A104BN9 ECQUAAF104VR ECQUA PP 275 0.1 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A224BN9 ECQU2A224BN9 ECQUL PET 275 0.22 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 8.0 16.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A224BN9 ECQUAAF224VR ECQUA PP 275 0.22 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 7.5 14.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A334BN9 ECQU2A334BN9 ECQUL PET 275 0.33 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 9.5 17.5 15.0 0.8

Replacement Part Number ECQUL ECQU2A334BN9 ECQUAAF334VR ECQUA PP 275 0.33 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 9.0 16.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A474BN9 ECQU2A474BN9 ECQUL PET 275 0.47 20 1 10000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 8.5 17.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A474BN9 ECQUAAF474VR ECQUA PP 275 0.47 20 0.1 10000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 8.5 15.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A105BN9 ECQU2A105BN9 ECQUL PET 275 1 20 1 5000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 12.0 22.0 22.5 0.8

Replacement Part Number ECQUL ECQU2A105BN9 ECQUAAF105VR ECQUA PP 275 1 20 0.1 5000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 12.0 19.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A104BQ2 ECQU2A104BQ2 ECQUL PET 275 0.1 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 20.0 0.6

Replacement Part Number ECQUL ECQU2A104BQ2 ECQUAAF104VL ECQUA PP 275 0.1 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 20.0 0.6

1 EOL Part Number ECQUL ECQU2A224BQ2 ECQU2A224BQ2 ECQUL PET 275 0.22 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 8.0 16.0 20.0 0.6

Replacement Part Number ECQUL ECQU2A224BQ2 ECQUAAF224VL ECQUA PP 275 0.22 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 7.5 14.0 20.0 0.6

1 EOL Part Number ECQUL ECQU2A225BQ4 ECQU2A225BQ4 ECQUL PET 275 2.2 20 1 2000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 30.5 19.0 29.5 27.5 0.8

Replacement Part Number ECQUL ECQU2A225BQ4 ECQUAAF225VU ECQUA PP 275 2.2 20 0.2 2000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 31.0 14.5 24.5 27.5 0.8

1 EOL Part Number ECQUL ECQU2A104BQ8 ECQU2A104BQ8 ECQUL PET 275 0.1 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A104BQ8 ECQUAAF104VZ ECQUA PP 275 0.1 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A474BR1 ECQU2A474BR1 ECQUL PET 275 0.47 10 1 10000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 8.5 17.5 25.5 0.8

Replacement Part Number ECQUL ECQU2A474BR1 ECQUAAF474VM ECQUA PP 275 0.47 10 0.1 10000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 8.5 15.0 25.5 0.8

1 EOL Part Number ECQUL ECQU2A104BR8 ECQU2A104BR8 ECQUL PET 275 0.1 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A104BR8 ECQUAAF104W8 ECQUA PP 275 0.1 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A224BR8 ECQU2A224BR8 ECQUL PET 275 0.22 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 8.0 16.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A224BR8 ECQUAAF224W8 ECQUA PP 275 0.22 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 7.5 14.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A334BR8 ECQU2A334BR8 ECQUL PET 275 0.33 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 9.5 17.5 15.0 0.8

Replacement Part Number ECQUL ECQU2A334BR8 ECQUAAF334W8 ECQUA PP 275 0.33 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 9.0 16.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A474BR8 ECQU2A474BR8 ECQUL PET 275 0.47 20 1 10000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 8.5 17.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A474BR8 ECQUAAF474W8 ECQUA PP 275 0.47 20 0.1 10000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 8.5 15.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A684BR8 ECQU2A684BR8 ECQUL PET 275 0.68 20 1 7000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 10.5 19.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A684BR8 ECQUAAF684W8 ECQUA PP 275 0.68 20 0.1 7000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 10.0 17.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A105BR8 ECQU2A105BR8 ECQUL PET 275 1 20 1 5000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 12.0 22.0 22.5 0.8

Replacement Part Number ECQUL ECQU2A105BR8 ECQUAAF105W8 ECQUA PP 275 1 20 0.1 5000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 12.0 19.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A683BR9 ECQU2A683BR9 ECQUL PET 275 0.068 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 4.5 11.5 15.0 0.6

Replacement Part Number ECQUL ECQU2A683BR9 ECQUAAF683VS ECQUA PP 275 0.068 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A104BR9 ECQU2A104BR9 ECQUL PET 275 0.1 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A104BR9 ECQUAAF104VS ECQUA PP 275 0.1 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A104BS2 ECQU2A104BS2 ECQUL PET 275 0.1 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A104BS2 ECQUAAF104VN ECQUA PP 275 0.1 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A104BS3 ECQU2A104BS3 ECQUL PET 275 0.1 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A104BS3 ECQUAAF104VP ECQUA PP 275 0.1 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A103BT2 ECQU2A103BT2 ECQUL PET 275 0.01 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 10.5 0.6

Replacement Part Number ECQUL ECQU2A103BT2 ECQUAAF103VG ECQUA PP 275 0.01 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 10.5 0.6

1 EOL Part Number ECQUL ECQU2A333BT3 ECQU2A333BT3 ECQUL PET 275 0.033 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 6.0 13.0 13.5 0.6

Replacement Part Number ECQUL ECQU2A333BT3 ECQUAAF333VH ECQUA PP 275 0.033 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 13.5 0.6

1 EOL Part Number ECQUL ECQU2A473BT3 ECQU2A473BT3 ECQUL PET 275 0.047 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 6.0 13.0 13.5 0.6

Replacement Part Number ECQUL ECQU2A473BT3 ECQUAAF473VH ECQUA PP 275 0.047 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 6.0 13.0 13.5 0.6

1 EOL Part Number ECQUL ECQU2A333BT4 ECQU2A333BT4 ECQUL PET 275 0.033 10 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 6.0 13.0 13.5 0.6

Replacement Part Number ECQUL ECQU2A333BT4 ECQUAAF333VJ ECQUA PP 275 0.033 10 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 13.5 0.6

1 EOL Part Number ECQUL ECQU2A104BT5 ECQU2A104BT5 ECQUL PET 275 0.1 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 20.0 0.6

Replacement Part Number ECQUL ECQU2A104BT5 ECQUAAF104VK ECQUA PP 275 0.1 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 20.0 0.6

1 EOL Part Number ECQUL ECQU2A154BT5 ECQU2A154BT5 ECQUL PET 275 0.15 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 6.5 14.5 20.0 0.6

Replacement Part Number ECQUL ECQU2A154BT5 ECQUAAF154VK ECQUA PP 275 0.15 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 6.0 13.0 20.5 0.6
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上記仕様については、弊社技術調査によるものです。

詳細につきましては各代替メーカーまで別途お問い合わせ下さい。



MP Start from Apr.2020

Temp Voltage Hour Temperature humidity Hour
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1 EOL Part Number ECQUL ECQU2A224BT5 ECQU2A224BT5 ECQUL PET 275 0.22 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 8.0 16.0 20.0 0.6

Replacement Part Number ECQUL ECQU2A224BT5 ECQUAAF224VK ECQUA PP 275 0.22 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 7.5 14.0 20.0 0.6

1 EOL Part Number ECQUL ECQU2A104BT9 ECQU2A104BT9 ECQUL PET 275 0.1 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 5.5 12.0 15.0 0.6

Replacement Part Number ECQUL ECQU2A104BT9 ECQUAAF104VW ECQUA PP 275 0.1 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 5.0 12.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A224BT9 ECQU2A224BT9 ECQUL PET 275 0.22 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 17.5 8.0 16.0 15.0 0.6

Replacement Part Number ECQUL ECQUAAF224MC ECQUAAF224VW ECQUA PP 275 0.22 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 17.5 7.5 14.0 15.0 0.6

1 EOL Part Number ECQUL ECQU2A474BT9 ECQU2A474BT9 ECQUL PET 275 0.47 20 1 10000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 25.5 8.5 17.5 22.5 0.8

Replacement Part Number ECQUL ECQU2A474BT9 ECQUAAF474VW ECQUA PP 275 0.47 20 0.1 10000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 26.0 8.5 15.0 22.5 0.8

1 EOL Part Number ECQUL ECQU2A225BU4 ECQU2A225BU4 ECQUL PET 275 2.2 20 1 2000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 30.5 19.0 29.5 27.5 0.8

Replacement Part Number ECQUL ECQU2A225BU4 ECQUAAF225VV ECQUA PP 275 2.2 20 0.2 2000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 31.0 14.5 24.5 27.5 0.8

1 EOL Part Number ECQUL ECQU2A103BX2 ECQU2A103BX2 ECQUL PET 275 0.01 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 13.5 0.6

Replacement Part Number ECQUL ECQU2A103BX2 ECQUAAF103VH ECQUA PP 275 0.01 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 13.5 0.6

1 EOL Part Number ECQUL ECQU2A153BX2 ECQU2A153BX2 ECQUL PET 275 0.015 20 1 15000 -40℃~+100℃ 100 344VAC 1000 40℃/95%/250VAC 500 15.0 5.0 11.5 13.5 0.6

Replacement Part Number ECQUL ECQU2A153BX2 ECQUAAF153VH ECQUA PP 275 0.015 20 0.1 15000 -40℃~+110℃ 110 344VAC 1000 85℃/85%/275VAC 500 15.3 5.0 11.5 13.5 0.6
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上記仕様については、弊社技術調査によるものです。

詳細につきましては各代替メーカーまで別途お問い合わせ下さい。



MP Start from Jan.2020
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1 対象品番(Part No) ECQUG ECQU3A154KG ECQU3A154KG Panasonic ECQUG PET 300 0.15 10 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 18.0 8.0 16.5 15.0 0.8

代替推奨品番(ReplacementP/N) ECQUG ECQU3A154KG ECQUBAF154K Panasonic ECQUB PP 300 0.15 10 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 9.0 18.0 15.0 0.8

1 対象品番(Part No) ECQUG ECQU3A684KG ECQU3A684KG Panasonic ECQUG PET 300 0.68 10 1 7000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 26.0 12.5 22.0 22.5 0.8

代替推奨品番(ReplacementP/N) ECQUG ECQU3A684KG ECQUBAF684K Panasonic ECQUB PP 300 0.68 10 0.1 7000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 26.0 16.0 23.0 22.5 0.8

1 対象品番(Part No) ECQUG ECQU3A105KG ECQU3A105KG Panasonic ECQUG PET 300 1 10 1 5000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 27.0 16.5 25.5 22.5 0.8

代替推奨品番(ReplacementP/N) ECQUG ECQU3A105KG ECQUBAF105K Panasonic ECQUB PP 300 1 10 0.1 5000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 26.0 19.0 26.0 22.5 0.8

1 対象品番(Part No) ECQUG ECQU3A103MG ECQU3A103MG Panasonic ECQUG PET 300 0.01 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 15.0 5.0 11.5 12.5 0.6

代替推奨品番(ReplacementP/N) ECQUG ECQU3A103MG ECQUBAF103V2 Panasonic ECQUB PP 300 0.01 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 5.0 9.5 12.5 0.6 F=15.0 S＝12.5 J=5.0

1 対象品番(Part No) ECQUG ECQU3A153MG ECQU3A153MG Panasonic ECQUG PET 300 0.015 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 15.0 5.0 11.5 12.5 0.6

代替推奨品番(ReplacementP/N) ECQUG ECQU3A153MG ECQUBAF153V2 Panasonic ECQUB PP 300 0.015 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 6.0 10.5 12.5 0.6 F=15.0 S＝12.5 J=5.0

1 対象品番(Part No) ECQUG ECQU3A223MG ECQU3A223MG Panasonic ECQUG PET 300 0.022 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 15.0 5.0 11.5 12.5 0.6

代替推奨品番(ReplacementP/N) ECQUG ECQU3A223MG ECQUBAF223V2 Panasonic ECQUB PP 300 0.022 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 6.0 10.5 12.5 0.6 F=15.0 S＝12.5 J=5.0

1 対象品番(Part No) ECQUG ECQU3A333MG ECQU3A333MG Panasonic ECQUG PET 300 0.033 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 15.0 6.0 13.0 12.5 0.6

代替推奨品番(ReplacementP/N) ECQUG ECQU3A333MG ECQUBAF333V2 Panasonic ECQUB PP 300 0.033 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 6.0 10.5 12.5 0.6 F=15.0 S＝12.5 J=5.0

1 対象品番(Part No) ECQUG ECQU3A473MG ECQU3A473MG Panasonic ECQUG PET 300 0.047 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 15.0 6.0 13.0 12.5 0.6

代替推奨品番(ReplacementP/N) ECQUG ECQU3A473MG ECQUBAF473V2 Panasonic ECQUB PP 300 0.047 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 7.0 11.5 12.5 0.6 F=15.0 S＝12.5 J=5.0

1 対象品番(Part No) ECQUG ECQU3A683MG ECQU3A683MG Panasonic ECQUG PET 300 0.068 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 15.0 8.0 15.0 12.5 0.6

代替推奨品番(ReplacementP/N) ECQUG ECQU3A683MG ECQUBAF683V2 Panasonic ECQUB PP 300 0.068 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 8.0 12.5 12.5 0.6 F=15.0 S＝12.5 J=5.0

1 対象品番(Part No) ECQUG ECQU3A104MG ECQU3A104MG Panasonic ECQUG PET 300 0.1 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 15.0 8.0 15.0 12.5 0.6

代替推奨品番(ReplacementP/N) ECQUG ECQU3A104MG ECQUBAF104V2 Panasonic ECQUB PP 300 0.1 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 8.0 16.5 12.5 0.6 F=15.0 S＝12.5 J=5.0

1 対象品番(Part No) ECQUG ECQU3A154MG ECQU3A154MG Panasonic ECQUG PET 300 0.15 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 18.0 8.0 16.5 15.0 0.8

代替推奨品番(ReplacementP/N) ECQUG ECQU3A154MG ECQUBAF154M Panasonic ECQUB PP 300 0.15 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 9.0 18.0 15.0 0.8

1 対象品番(Part No) ECQUG ECQU3A224MG ECQU3A224MG Panasonic ECQUG PET 300 0.22 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 18.0 9.0 17.5 15.0 0.8

代替推奨品番(ReplacementP/N) ECQUG ECQU3A224MG ECQUBAF224M Panasonic ECQUB PP 300 0.22 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 11.0 20.0 15.0 0.8

1 対象品番(Part No) ECQUG ECQU3A334MG ECQU3A334MG Panasonic ECQUG PET 300 0.33 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 26.0 9.0 18.5 22.5 0.8

代替推奨品番(ReplacementP/N) ECQUG ECQU3A334MG ECQUBAF334M Panasonic ECQUB PP 300 0.33 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 26.0 12.0 19.0 22.5 0.8

1 対象品番(Part No) ECQUG ECQU3A474MG ECQU3A474MG Panasonic ECQUG PET 300 0.47 20 1 10000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 26.0 10.5 20.0 22.5 0.8

代替推奨品番(ReplacementP/N) ECQUG ECQU3A474MG ECQUBAF474M Panasonic ECQUB PP 300 0.47 20 0.1 10000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 26.0 14.0 21.0 22.5 0.8

1 対象品番(Part No) ECQUG ECQU3A684MG ECQU3A684MG Panasonic ECQUG PET 300 0.68 20 1 7000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 26.0 12.5 22.0 22.5 0.8

代替推奨品番(ReplacementP/N) ECQUG ECQU3A684MG ECQUBAF684M Panasonic ECQUB PP 300 0.68 20 0.1 7000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 26.0 16.0 23.0 22.5 0.8

1 対象品番(Part No) ECQUG ECQU3A105MG ECQU3A105MG Panasonic ECQUG PET 300 1 20 1 5000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 27.0 16.5 25.5 22.5 0.8

代替推奨品番(ReplacementP/N) ECQUG ECQU3A105MG ECQUBAF105M Panasonic ECQUB PP 300 1 20 0.1 5000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 26.0 19.0 26.0 22.5 0.8

1 対象品番(Part No) ECQUG ECQU3A104KGA ECQU3A104KGA Panasonic ECQUG PET 300 0.1 10 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 15.0 8.0 15.0 12.5 0.6 C=4.0mm

代替推奨品番(ReplacementP/N) ECQUG ECQU3A104KGA ECQUBAF104VH Panasonic ECQUB PP 300 0.1 10 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 8.0 16.5 12.5 0.6 D shape　F=15.0mm　S=12.5mm　short cut　E=4.0mm

1 対象品番(Part No) ECQUG ECQU3A474KGA ECQU3A474KGA Panasonic ECQUG PET 300 0.47 10 1 10000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 26.0 10.5 20.0 22.5 0.8 C=4.0mm

代替推奨品番(ReplacementP/N) ECQUG ECQU3A474KGA ECQUBAF474KA Panasonic ECQUB PP 300 0.47 10 0.1 10000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 26.0 14.0 21.0 22.5 0.8

1 対象品番(Part No) ECQUG ECQU3A105KGA ECQU3A105KGA Panasonic ECQUG PET 300 1 10 1 5000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 27.0 16.5 25.5 22.5 0.8 C=4.0mm

代替推奨品番(ReplacementP/N) ECQUG ECQU3A105KGA ECQUBAF105KA Panasonic ECQUB PP 300 1 10 0.1 5000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 26.0 19.0 26.0 22.5 0.8

1 対象品番(Part No) ECQUG ECQU3A103MGA ECQU3A103MGA Panasonic ECQUG PET 300 0.01 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 15.0 5.0 11.5 12.5 0.6 C=4.0mm

代替推奨品番(ReplacementP/N) ECQUG ECQU3A103MGA ECQUBAF103VG Panasonic ECQUB PP 300 0.01 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 5.0 9.5 12.5 0.6 D shape　F=15.0mm　S=12.5mm　short cut　E=4.0mm

1 対象品番(Part No) ECQUG ECQU3A153MGA ECQU3A153MGA Panasonic ECQUG PET 300 0.015 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 15.0 5.0 11.5 12.5 0.6 C=4.0mm

代替推奨品番(ReplacementP/N) ECQUG ECQU3A153MGA ECQUBAF153VG Panasonic ECQUB PP 300 0.015 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 6.0 10.5 12.5 0.6 D shape　F=15.0mm　S=12.5mm　short cut　E=4.0mm

1 対象品番(Part No) ECQUG ECQU3A223MGA ECQU3A223MGA Panasonic ECQUG PET 300 0.022 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 15.0 5.0 11.5 12.5 0.6 C=4.0mm

代替推奨品番(ReplacementP/N) ECQUG ECQU3A223MGA ECQUBAF223VG Panasonic ECQUB PP 300 0.022 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 6.0 10.5 12.5 0.6 D shape　F=15.0mm　S=12.5mm　short cut　E=4.0mm

1 対象品番(Part No) ECQUG ECQU3A333MGA ECQU3A333MGA Panasonic ECQUG PET 300 0.033 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 15.0 6.0 13.0 12.5 0.6 C=4.0mm

代替推奨品番(ReplacementP/N) ECQUG ECQU3A333MGA ECQUBAF333VG Panasonic ECQUB PP 300 0.033 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 6.0 10.5 12.5 0.6 D shape　F=15.0mm　S=12.5mm　short cut　E=4.0mm

1 対象品番(Part No) ECQUG ECQU3A473MGA ECQU3A473MGA Panasonic ECQUG PET 300 0.047 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 15.0 6.0 13.0 12.5 0.6 C=4.0mm

代替推奨品番(ReplacementP/N) ECQUG ECQU3A473MGA ECQUBAF473VG Panasonic ECQUB PP 300 0.047 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 7.0 11.5 12.5 0.6 D shape　F=15.0mm　S=12.5mm　short cut　E=4.0mm

1 対象品番(Part No) ECQUG ECQU3A683MGA ECQU3A683MGA Panasonic ECQUG PET 300 0.068 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 15.0 8.0 15.0 12.5 0.6 C=4.0mm

代替推奨品番(ReplacementP/N) ECQUG ECQU3A683MGA ECQUBAF683VG Panasonic ECQUB PP 300 0.068 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 8.0 12.5 12.5 0.6 D shape　F=15.0mm　S=12.5mm　short cut　E=4.0mm

1 対象品番(Part No) ECQUG ECQU3A104MGA ECQU3A104MGA Panasonic ECQUG PET 300 0.1 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 15.0 8.0 15.0 12.5 0.6 C=4.0mm

代替推奨品番(ReplacementP/N) ECQUG ECQU3A104MGA ECQUBAF104VG Panasonic ECQUB PP 300 0.1 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 8.0 16.5 12.5 0.6 D shape　F=15.0mm　S=12.5mm　short cut　E=4.0mm

1 対象品番(Part No) ECQUG ECQU3A154MGA ECQU3A154MGA Panasonic ECQUG PET 300 0.15 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 18.0 8.0 16.5 15.0 0.8 C=4.0mm

代替推奨品番(ReplacementP/N) ECQUG ECQU3A154MGA ECQUBAF154MA Panasonic ECQUB PP 300 0.15 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 9.0 18.0 15.0 0.8

1 対象品番(Part No) ECQUG ECQU3A224MGA ECQU3A224MGA Panasonic ECQUG PET 300 0.22 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 18.0 9.0 17.5 15.0 0.8 C=4.0mm

代替推奨品番(ReplacementP/N) ECQUG ECQU3A224MGA ECQUBAF224MA Panasonic ECQUB PP 300 0.22 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 11.0 20.0 15.0 0.8

1 対象品番(Part No) ECQUG ECQU3A334MGA ECQU3A334MGA Panasonic ECQUG PET 300 0.33 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 26.0 9.0 18.5 22.5 0.8 C=4.0mm

代替推奨品番(ReplacementP/N) ECQUG ECQU3A334MGA ECQUBAF334MA Panasonic ECQUB PP 300 0.33 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 26.0 12.0 19.0 22.5 0.8

1 対象品番(Part No) ECQUG ECQU3A474MGA ECQU3A474MGA Panasonic ECQUG PET 300 0.47 20 1 10000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 26.0 10.5 20.0 22.5 0.8 C=4.0mm

代替推奨品番(ReplacementP/N) ECQUG ECQU3A474MGA ECQUBAF474MA Panasonic ECQUB PP 300 0.47 20 0.1 10000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 26.0 14.0 21.0 22.5 0.8

1 対象品番(Part No) ECQUG ECQU3A684MGA ECQU3A684MGA Panasonic ECQUG PET 300 0.68 20 1 7000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 26.0 12.5 22.0 22.5 0.8 C=4.0mm

代替推奨品番(ReplacementP/N) ECQUG ECQU3A684MGA ECQUBAF684MA Panasonic ECQUB PP 300 0.68 20 0.1 7000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 26.0 16.0 23.0 22.5 0.8

1 対象品番(Part No) ECQUG ECQU3A105MGA ECQU3A105MGA Panasonic ECQUG PET 300 1 20 1 5000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 27.0 16.5 25.5 22.5 0.8 C=4.0mm

代替推奨品番(ReplacementP/N) ECQUG ECQU3A105MGA ECQUBAF105MA Panasonic ECQUB PP 300 1 20 0.1 5000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 26.0 19.0 26.0 22.5 0.8

1 対象品番(Part No) ECQUG ECQU3A224KGC ECQU3A224KGC Panasonic ECQUG PET 300 0.22 10 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 18.0 9.0 17.5 15.0 0.8 C=3.5mm

代替推奨品番(ReplacementP/N) ECQUG ECQU3A224KGC ECQUBAF224KC Panasonic ECQUB PP 300 0.22 10 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 11.0 20.0 15.0 0.8

1 対象品番(Part No) ECQUG ECQU3A473MGC ECQU3A473MGC Panasonic ECQUG PET 300 0.047 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 15.0 6.0 13.0 12.5 0.6 C=3.5mm

代替推奨品番(ReplacementP/N) ECQUG ECQU3A473MGC ECQUBAF473VJ Panasonic ECQUB PP 300 0.047 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 7 11.5 12.5 0.6 D shape　F=15.0mm　S=12.5mm　short cut　E=4.0mm

1 対象品番(Part No) ECQUG ECQU3A683MGC ECQU3A683MGC Panasonic ECQUG PET 300 0.068 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 15.0 8.0 15.0 12.5 0.6 C=3.5mm

代替推奨品番(ReplacementP/N) ECQUG ECQU3A683MGC ECQUBAF683VJ Panasonic ECQUB PP 300 0.068 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 8.0 12.5 12.5 0.6 D shape　F=15.0mm　S=12.5mm　short cut　E=4.0mm

1 対象品番(Part No) ECQUG ECQU3A104MGC ECQU3A104MGC Panasonic ECQUG PET 300 0.1 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 15.0 8.0 15.0 12.5 0.6 C=3.5mm

代替推奨品番(ReplacementP/N) ECQUG ECQU3A104MGC ECQUBAF104VJ Panasonic ECQUB PP 300 0.1 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 8.0 16.5 12.5 0.6 D shape　F=15.0mm　S=12.5mm　short cut　E=4.0mm

1 対象品番(Part No) ECQUG ECQU3A224MGC ECQU3A224MGC Panasonic ECQUG PET 300 0.22 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 18.0 9.0 17.5 15.0 0.8 C=3.5mm
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区分 得意先品番 シリーズ
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代替推奨品番(ReplacementP/N) ECQUG ECQU3A224MGC ECQUBAF224MC Panasonic ECQUB PP 300 0.22 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 11.0 20.0 15.0 0.8

1 対象品番(Part No) ECQUG ECQU3A224MG2 ECQU3A224MG2 Panasonic ECQUG PET 300 0.22 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 18.0 9.0 17.5 15.0 0.8 ツヅラストレートテーピング

代替推奨品番(ReplacementP/N) ECQUG ECQU3A224MG2 ECQUBAF224M2 Panasonic ECQUB PP 300 0.22 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 11.0 20.0 15.0 0.8 Ammo straight tape

1 対象品番(Part No) ECQUG ECQU3A474MGY ECQU3A474MGY Panasonic ECQUG PET 300 0.47 20 1 10000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 26.0 10.5 20.0 22.5 0.8 D加工

代替推奨品番(ReplacementP/N) ECQUG ECQU3A474MGY ECQUBAF474MY Panasonic ECQUB PP 300 0.47 20 0.1 10000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 26.0 14.0 21.0 22.5 0.8 D shape

1 対象品番(Part No) ECQUG ECQU3A104RMG ECQU3A104RMG Panasonic ECQUG PET 300 0.1 20 1 15000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 15.0 8.0 15.0 7.5 0.6 ツヅラフォーミングテーピング

代替推奨品番(ReplacementP/N) ECQUG ECQU3A104RMG ECQUBAF104M4 Panasonic ECQUB PP 300 0.1 20 0.1 15000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 18.5 8.0 16.5 7.5 0.6 F=15.0 Ammo taping

1 対象品番(Part No) ECQUG ECQU3A474BG1 ECQU3A474BG1 Panasonic ECQUG PET 300 0.47 20 1 10000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 26.0 10.5 20.0 22.5 0.8 MGAのトレイ包装

代替推奨品番(ReplacementP/N) ECQUG ECQU3A474BG1 ECQUBAF474VZ Panasonic ECQUB PP 300 0.47 20 0.1 10000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 26.0 14.0 21.0 22.5 0.8 Shortcut（E=4.0mm) of tray pack

1 対象品番(Part No) ECQUG ECQU3A105BG1 ECQU3A105BG1 Panasonic ECQUG PET 300 1 20 1 5000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 27.0 16.5 25.5 22.5 0.8 MGAのトレイ包装

代替推奨品番(ReplacementP/N) ECQUG ECQU3A105BG1 ECQUBAF105VZ Panasonic ECQUB PP 300 1 20 0.1 5000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 26.0 19.0 26.0 22.5 0.8 Shortcut（E=4.0mm) of tray pack

1 対象品番(Part No) ECQUG ECQU3A105BH4 ECQU3A105BH4 Panasonic ECQUG PET 300 1 20 1 5000 -40℃~+100℃ 100 375VAC 1000 40℃／95%／250VAC 500 27.0 16.5 25.5 22.5 0.8 MGAの包装特殊(エアーキャップ式)

代替推奨品番(ReplacementP/N) ECQUG ECQU3A105BH4 ECQUBAF105VX Panasonic ECQUB PP 300 1 20 0.1 5000 -40℃~+110℃ 110 375VAC 1000 85℃／85%／250VAC 500 26.0 19.0 26.0 22.5 0.8 Shortcut（E=4.0mm) of tray pack
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